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Big Washing Machine: 
Use only one machine at the time, there is not enough Hot water to use 2 machines.
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Hot water Valve is Red Left, Cold water Valve is Blue Right.
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Close the Drain Valve below.
3. There should be enough hot water in the morning from the day before to start with one washing machine. 
4. [image: image4.jpg]


[image: image5.jpg]


[image: image6.jpg]


[image: image7.jpg]


Look at the Pressure meter of the Steam:
The pressure should be more than 25. If not; call the operator in the Generator house nr. 285 and ask him to switch on the Boiler. Start washing half an hour after the Boiler starts.
5. Look at the thermometer:
Start washing only when the thermometer is 50 degrees or more. Don’t use cold water when there is no hot water, wait a few minutes and there will be hot water.
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When the thermometer is below 60 degrees turn on Hot water valve only, when the thermometer is above 60 turn on Hot and Cold valve at half at the same time.
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When the thermometer is above 70 turn on Hot and Cold valve at the same time.

8. Stay at the washing machine from the start until the end. Touch the pipes and washing machine, it should be warm for good washing.
9. Look at the high level drain pipe below while a valve is open:
After 30 seconds the water starts overflowing and you can see the water come out of the high drain. Then turn off the water immediately. Do your best to save water.

10. The water level should be at the water level line on the glass.

11. The foam of the soap should be 10 cm above the water line. Immediately add more soap if there is no 10 cm foam of the soap. Do not put too much soap, it will do no good, if there is to much foam, add some water until the foam is 10 cm high.

12. When the light goes out; open the drain valve.
13. When the light goes on; close the drain valve and turn on the water valve; etc
14. When finished for the day, close all Inlet Valves, and Open all Drain Valves. 

15. Tell the Sterilization Department half an hour before you are done with washing and drying so they can call the operator to turn off the Boiler whenever they are done (to save expensive diesel fuel).
The Second Washing Machine;

The drain contractor is still working, so leave the drain valve open always.

The rest is the same as the big washing machine.

The Third Washing Machine:

The washing cycle is manual. So after filling with water, turn on the wash knob for 5 minutes.

Then open the drain and turn on the Spin knob for 1 minute. 

Then close the drain and fill again to rinse, and wash for 5 minutes.

Then open the drain and turn on the Spin knob for 1 minute. 

Then close the drain and fill again to rinse, and wash for 5 minutes. Drain and finished.

Always wash with 3 cycles; one with soap and 2 without soap to rinse.

It is also good to put sos in the last rinse. The linen will smell good afterwards.
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