











































Small Dish Modem


4 green lights always on = ok �512kbps = 64kBps


7 IP addresses�124.81.180.249 = Default Gateway


124.81.180.250 = Mikrotik


124.81.180.251


124.81.180.252


124.81.180.253


124.81.180.254 = TestSmallDish


124.81.180.255 = Broadcast








Big Dish Modem


3 green lights blinking = ok


125kbps = 16kBps�7 IP addresses�124.81.9.241 = Default Gateway


124.81.9.242 


124.81.9.243 = Mikrotik


124.81.9.244 = TestBigDish


124.81.9.245


124.81.9.246


124.81.9.247 = Broadcast








D-Link Switch


 





Wireless Router to check internet from Small Dish


IP address 124.81.180.254


Subnet mask: 255.255.255.248


Default gateway: 124.81.180.249


Preferred DNS server: 202.155.0.15


Alternative DNS server: 202.155.0.10


D-Link DWL-G700AP 


Reset; IP 192.168.0.51 IE 192.168.0.50


TestSmallDish


password; ********





Wireless Router to check internet from Big Dish


IP address 124.81.9.244


Subnet mask: 255.255.255.248


Default gateway: 124.81.9.241


Preferred DNS server: 202.155.0.15


Alternative DNS server: 202.155.0.10 


D-Link DI-524 


Reset; IP Auto IE 192.168.0.1


TestBigDish


password; ********





Satellite Internet; IndoSatNet IM2; Tel; 08001900800


DNS Server Jakarta; 202.155.0.10 - 202.155.0.15 - 202.155.0.20 - 202.155.0.50





Underground Shielded White Cat 5e Cable from Akper office to EDP office 





Mikrotik Server in EDP Office (White Computer)


Login; admin Password; ****************


Write; ping yahoo.com (or any of the above DNS or IP nrs) (Ctrl C = stop)


To enter from 192.168.0.1 Switch = 192.168.0.10 and from 1.0 = 1.2





Akper Office





From Akper  to EDP  Office





2x Switch





Web Server


(Not in use)





2 x Switch 192.168.0.1


Internet





2 x Switch 192.168.1.0


No Internet





HIS


Hospital


Information


Server





Medical 








NAS


Network Attached Server





VM Ware


Virtual Server





N Computing


= 1.0





In Telephone Room


Big Switch


To All Users


North Hospital





In EDP Office


Big Switch


To All Users


South Hospital





From EDP to Telephone room





Klinik Mata





2 x Akper Switch


To Akper Via Overhead Cable





Dr. Herman Office Switch








Wireless outside EDP;


Bethesda AirLive


Universal Repeater


Akper-Motel-(Steve)-Misi-(Opa)-Daniel-Pilot





ADSL








PKMD








Wireless


Router








274 Dr. Paul


311-312 Opa


269 Donda


Dr. Steve


Dr. Eddie


253 Dr. Herman


250 Dr. Husin


Andy











Wireless


Router








PABX


Telephone Centrale





DSLAM








ADSL�Telephones








Will have to bypass all ADSL users when DSLAM is broken





ADSL + Phones Explained





No ADSL�Telephones








Trouble Shooting;


On a PC or laptop Start/Run/ping 192.168.0.1 /OK (In any computer Click Start Click Run and write ping 192.168.0.1. It will ping 3 times and disappear, ping 192.168.0.1 –t will ping until you turn it off)


Start/Run/cmd/OK will leave the window open, then write ping 192.168.0.1. Using arrow up will paste your last ping.


You can also write ping 192.168.0.1 in Run, then it turns of as soon as it is finished.


If ping Timed Out 3 times, then the fault is at the device or any device before it.


If the device replies, but internet is not working, then IndosatNet is not working.


See if nobody is downloading a big file, or just wait a while, or A connected computer with a virus or trojan Horse can take up all KB/Sec bandwidth.





Monitor Switch P2





To get into a router or Access Point;�Change PC IP to Default Gateway


InternetBrowser type any of 5 IP addresses


�Settings/ControlPanel/NetworkConnections/LAN/


Properties/General/ProtocolTCPIP/Properties/











D-Link DWL-G700 Access Point


Change PC IP 192.168.0.51


Browser IP 192.168.0.50








D-Link DWL-2100 Access Point


Change PC IP 192.168.0.51


Browser IP 192.168.0.   100 - 199





D-Link DI-524 Router


IP Automatically


Browser 192.168.0.1


Browser 192.168.1.1





Sitecom Range Extender


Change PC IP 192.168.0.2


InternetBrowser 192.168.2.254


�Settings/ControlPanel/NetworkConnections/LAN/


Properties/General/ProtocolTCPIP/Properties/











AirLive WL- 5470 AP


Change PC IP 192.168.100.100


Browser 192.168.100.252


Universal Repeater


Work Offline      Channel 7





Belkin Universal Repeater


Change PC IP 192.168.2.200


InternetBrowser 192.168.2.254


�Settings/ControlPanel/NetworkConnections/LAN/


Properties/General/ProtocolTCPIP/Properties/








� HYPERLINK "http://Technical.DanielHuisman.com/InternetRSUB2010.doc" ��http://Technical.DanielHuisman.com/InternetRSUB2010.doc�  








Download WinBox.exe


Connect To: 192.168.0.1


Login: admin


Password: ****************
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